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as will minimize water absorption and
retention at time of packaging.

(2) The establishment must provide
scales, weights, identification devices,
and other supplies necessary to con-
duct water tests.

(e) Air chilling. In air chilling ready-
to-cook poultry, the internal tempera-
ture of the carcasses shall be reduced
to 40 °F. or less within 16 hours.

(f) Freezing. (1) Ready-to-cook poul-
try which is to be or is labeled with de-
scriptive terms such as ‘‘fresh frozen,”
‘“‘quick frozen” or ‘‘frozen fresh’’ or any
other term implying a rapid change
from a fresh state to a frozen state
shall be placed into a freezer within 48
hours after initial chilling in accord-
ance with paragraph (b) of this section.
During this period, if such poultry is
not immediately placed into a freezer
after chilling and packaging, it shall be
held at 36 °F'. or lower.

(2) Ready-to-cook poultry shall be
frozen in a manner so as to bring the
internal temperature of the birds at
the center of the package to 0 °F. or
below within 72 hours from the time of
entering the freezer. Such procedures
shall not apply to raw poultry product
described in §381.129(b)(6)(i) of this sub-
chapter.

(3) Upon written request, and under
such conditions as may be prescribed
by the Administrator, in specific cases,
ready-to-cook poultry which is to be
frozen immediately may be moved
from the official establishment prior to
freezing: Provided, That the plant and
freezer are so located and such nec-
essary arrangements are made that the
Inspection Service will have access to
the freezing room and adequate oppor-
tunity to determine compliance with
the time and temperature require-
ments specified in paragraph (f)(2) of
this section.

(4) Warm packaged ready-to-cook
poultry which is to be chilled by imme-
diate entry into a freezer within the of-
ficial establishment shall within 2
hours from time of slaughter be placed
in a plate freezer or a freezer with a
functioning circulating air system
where a temperature of —10 °F. or
lower is maintained.

(5) Frozen poultry shall be held under
conditions which will maintain the
product in a solidly frozen state with
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temperature maintained as constant as
possible under good commercial prac-
tice.

[37 FR 9706, May 16, 1972, as amended at 39
FR 4568, 4569, Feb. 5, 1974; 40 FR 42338, Sept.
12, 1975; 49 FR 9411, Mar. 13, 1984; 60 FR 44412,
Aug. 25, 1995; 63 FR 48960, Sept. 11, 1998; 66 FR
1771, Jan. 9, 2001; 66 FR 19714, Apr. 17, 2001; 66
FR 22905, May 7, 2001]

§381.67 Young chicken and squab
slaughter inspection rate maxi-
mums under traditional inspection
procedure.

The maximum number of birds to be
inspected by each inspector per minute
under the traditional inspection proce-
dure for the different young chicken
and squab slaughter line configurations
are specified in the following table.
These maximum rates will not be ex-
ceeded. The inspector in charge will be
responsible for reducing production
line rates where in the inspector’s
judgment the prescribed inspection
procedure cannot be adequately per-
formed within the time available, ei-
ther because the birds are not pre-
sented by the official establishment in
such a manner that the carcasses, in-
cluding both internal and external sur-
faces and all organs, are readily acces-
sible for inspection, or because the
health conditions of a particular flock
dictate a need for a more extended in-
spection procedure. The standards in
381.170(a) of this part specify which
classes of birds constitute young chick-
ens and squabs. Section 381.76(b) speci-
fies when either the traditional inspec-
tion procedure or the modified tradi-
tional inspection procedure can or
must be used.

MAXIMUM PRODUCTION LINE RATES—CHICKENS
AND SQUABS-TRADITIONAL INSPECTION PRO-
CEDURES

Number pBefrr?ﬁ

Line configuration ! s;?; (:Iﬂ(-)n spector

stations m?r?urt N
6-1 1 25
121 2 23
12-2 2 21
181 3 19
18-2 3 19
18-3 3 18
241 4 1672
24-2 4 16
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MAXIMUM PRODUCTION LINE RATES—CHICKENS
AND SQUABS-TRADITIONAL INSPECTION PRO-
CEDURES—Continued

Number Birds
. ) . of in- per in-
Line configuration spection spgg:or
stations | | tto
24-4 .. 4 1572

1Birds are suspended on the slaughter line at 6—inch inter-
vals. The first number indicates the interval in inches between
the birds that each inspector examines. The second number
indicates how many of the birds presented, the inspector is to
inspect, i.e., “1” means inspect every bird. “4” means inspect
every fourth bird, etc.

[47 FR 23435, May 28, 1982, as amended at 66
FR 22905, May 7, 2001]

§381.68 Maximum inspection rates—
New turkey inspection system.

(a) The maximum inspection rates
for one inspector New Turkey Inspec-
tion (NTI-1 and NTI-1 Modified) and
two inspectors New Turkey Inspection
(NTI-2 and NTI-2 Modified) are listed
in the table below. The line speeds for
NTI-1 and NTI-2 are for lines using
standard 9-inch shackles on 12-inch
centers with birds hung on every
shackle and opened with J-type or Bar-
type opening cuts. The line speeds for
NTI-1 Modified and NTI-2 Modified are
for Bar-type cut turkey lines using a
shackle with a 4-inch by 4-inch selector
(or kickout), a 45 degree bend of the
lower 2 inches, an extended central
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loop portion of the shackle that lowers
the abdominal cavity opening of the
carcasses to an angle of 30 degrees from
the vertical in direct alignment with
the inspector’s view, and a width of 10.5
inches. Maximum rates for those estab-
lishments having varying configura-
tions will be established by the Admin-
istrator but will not exceed those in
the table. Neither the rates in the table
nor those established for establish-

ments with varying configurations
shall be exceeded under any cir-
cumstances.

(b) There are two categories of tur-
keys for determining inspection rates,
“light turkeys’” and ‘‘heavy turkeys’.
Light turkeys are all turkeys weighing
less than 16 pounds. Heavy turkeys are
all turkeys weighing 16 pounds or
more. The weights refer to the bird at
the point of post-mortem inspection,
with blood, feathers and feet removed.

(c) The inspector in charge may re-
duce inspection line rates when in his/
her judgment the prescribed inspection
procedure cannot be adequately per-
formed within the time available be-
cause the health conditions of a par-
ticular flock or other factors, including
the manner in which birds are being
presented to the inspector for inspec-
tion and the level of contamination
among the birds on the line, dictate a
need for a more extended inspection.

MAXIMUM TURKEY INSPECTION RATES

Birds/minute
Inspection system Line ct?gr?gura- ml;r;;]ebceurafsf J-Type Bar-Type

(<16#) (>16#)1 (<16#) (>16#)1

light heavy light heavy
12-1 1 32 30 25 21
..... 224-2 2 51 41 45 35
NTI-1 Modified 121 1 — — 32 30
NTI-2 Modified ... 224-2 2 — — 51 41

1This weight refers to the bird at the point of post-mortem inspection without blood or feet.
2The turkeys are suspended on the slaughter line at 12-inch intervals with two inspectors each looking at alternating birds at

24-inch intervals.

[50 FR 37512, Sept. 16, 1985, as amended at 73 FR 51902, Sept. 8, 2008]

Subpart J—Ante Mortem
Inspection

§381.70 Ante mortem inspection; when
required; extent.

(a) An ante mortem inspection of
poultry shall, where and to the extent

considered necessary by the Adminis-
trator and under such instructions as
he may issue from time to time, be
made of poultry on the day of slaugh-
ter in any official establishment.
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